§15.9

not feasibly be conducted under this
part.

(b) No authorization is required in
order to perform testing of equipment
for determining compliance with these
regulations. Except as provided in sub-
part 1 of part 2 of this chapter, this
provision does not permit the providing
of equipment to potential users in
order to determine customer accept-
ance of the product or marketing strat-
egy, nor does this provision permit any
type of operation other than a deter-
mination of compliance with the regu-
lations. During this testing, the provi-
sions of §§15.5 and 15.205 apply.

§15.9 Prohibition
dropping.

Except for the operations of law en-
forcement officers conducted under
lawful authority, no person shall use,
either directly or indirectly, a device
operated pursuant to the provisions of
this part for the purpose of overhearing
or recording the private conversations
of others unless such use is authorized
by all of the parties engaging in the
conversation.

against eaves-

§15.11 Cross reference.

The provisions of subparts A, H, I, J
and K of part 2 apply to intentional
and unintentional radiators, in addi-
tion to the provisions of this part.
Also, a cable system terminal device
and a cable input selector switch shall
be subject to the relevant provisions of
part 76 of this chapter.

§15.13 Incidental radiators.

Manufacturers of these devices shall
employ good engineering practices to

minimize the risk of harmful inter-

ference.

§15.15 General technical require-
ments.

(a) An intentional or unintentional
radiator shall be constructed in accord-
ance with good engineering design and
manufacturing practice. Emanations
from the device shall be suppressed as
much as practicable, but in no case
shall the emanations exceed the levels
specified in these rules.

(b) An intentional or unintentional
radiator must be constructed such that
the adjustments of any control that is
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readily accessible by or intended to be
accessible to the user will not cause op-
eration of the device in violation of the
regulations.

(c) Parties responsible for equipment
compliance should note that the limits
specified in this part will not prevent
harmful interference under all cir-
cumstances. Since the operators of
part 15 devices are required to cease op-
eration should harmful interference
occur to authorized users of the radio-
frequency spectrum, the parties re-
sponsible for equipment compliance are
encouraged to employ the minimum
field strength necessary for commu-
nications, to provide greater attenu-
ation of unwanted emissions than re-
quired by these regulations, and to ad-
vise the user as to how to resolve
harmful interference problems (for ex-
ample, see §15.105(b)).

§15.17 Susceptibility to interference.

(a) Parties responsible for equipment
compliance are advised to consider the
proximity and the high power of non-
Government licensed radio stations,
such as broadcast, amateur, land mo-
bile, and non-geostationary mobile sat-
ellite feeder link earth stations, and of
U.S. Government radio stations, which
could include high-powered radar sys-
tems, when choosing operating fre-
quencies during the design of their
equipment so as to reduce the suscepti-
bility for receiving harmful inter-
ference. Information on non-Govern-
ment use of the spectrum can be ob-
tained by consulting the Table of Fre-
quency Allocations in §2.106 of this
chapter.

(b) Information on U.S. Government
operations can be obtained by con-
tacting: Director, Spectrum Plans and
Policy, National Telecommunications
and Information Administration, De-
partment of Commerce, Room 4096,
Washington, DC 20230.

[54 FR 17714, Apr. 25, 1989, as amended at 62
FR 4655, Jan. 31, 1997; 63 FR 40835, July 31,
1998]

§15.19 Labelling requirements.

(a) In addition to the requirements in
part 2 of this chapter, a device subject
to certification, or verification shall be
labelled as follows:
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